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Repair Process for Locking RigidCore 

This repair is for a damage plank that may be in the middle of your floor. Planks that are close to 
the wall you may chose to remove several rows. Then remove the damaged plank and re-install. 
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Cutting The LVT Plank 

Mark the area that you need to cut. Tape can also be used around the 
perimeter of the plank to prevent damage. 
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Cutting the damaged plank 

Cut along the two lengthwise lines using a circular saw. 
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Cutting 

Make sure to cut meeting the angled lines in the corners. 
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Starting the removal method 

Make angled cuts into each corner stopping about ½” from the 
corner. 
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Removing the plank 

Using a chisel tap with a hammer cracking the corner of the plank. 
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Repair 

Next remove the middle of the damaged Plank. 
 



10 

Repair 

After removing the center of the damaged plank next remove each 
end of the plank. 
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Repair 

Next remove the sides of the damaged plank. 
 



12 

Removal 

Removing the side of the plank just angle up and remove.  
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Prepare area for replacement plank 

Clean the area to make sure that no debris is present 
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Preparing the replacement plank 

Using a sharp utility knife remove the side tongue on the replacement 
plank. 
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Preparing the replacement patch 

Next remove the end tongue angling your knife. 
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Preparing the replacement plank 

With a chisel or small plane remove 75% of the lip on the end groove. 
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Preparing the replacement plank 

Place adhesive on to the end groove of the replacement plank.  
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Preparing the area for the replacement 

Place adhesive on to the side groove where the replacement plank 
will be installed.  
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Preparing the area for the replacement 
 

Place adhesive on to the end groove where the replacement plank will 
be installed.  
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Installing Replacement Plank 

Tap the plank lightly on the groove end until the plank is fully 
engaged. 
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Installing Replacement Plank 
 

When the plank is fully engaged just fold down the side fully engaging 
the side tongue into the groove. 
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Installing the replacement plank 
 

Place weight on the replacement plank until the adhesive is fully 
cured. 
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